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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live" 
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Indian Standard 

SPECIFICATION FOR 

STEEL COUNTERSUNK HEAD WIRE NAILS 

l Second Revision ) 



( Reaffirmed 2001 ) 



1. Scope — Requirements of steel countersunk heed wire mils. 

2. Materiel — Neils shall be manufactured from mild steel wire conforming to IS: 280-1 962 'Speci- 
fication for mild stsal wire for general engineering purposes < reWsecf ) ' hiving a minimum ultimata 
tensile strength of 550 MPs end satisfying band test ss in 7.1. 

3. Dimensions and Tolerancea — The dimensions and tolerances of the countersunk head type wire 
neils shall be according to Tables 1 to 4. 

3.1 The bend of shank as shown In Fig. 1 shall not exceed 1*0 percent of total length. 

3.2 Eccentricity end ovality of the centre of the nsil heed from axis of shank shsll be ss bslow: 

For nsils with shsnk diameter > 2*00 mm; maximum 12 percent of thank diameter, Max 
For naila with shank diameter < 2*00 mm; maximum 1 4 percent of shank diameter. Max 



TABLE 1 DIMINSI0N8 AND TOLERANCES OF STEEL COUNTERSUNK HEAD WIRE NAILS 

(SIZE 1-SSTO 140 mm) 

(Cftusu 3 and 5) 
Ail dimensions In millimetres. 




— *y- «.» 



D«2*7S4 
e a 1 TO !•§ a 



Sited 
( Shank Dla) 


Head Diameter 

o 


Length 


Approximate 
Number of Nalls/kg 


Baste 


Toterenee 


Basle 


Tolerance 


Basic 


Tolerance 


1-25 
1-40 


sfc0*04 
±0*04 


S-4 
S'S 


±0*17 
dbOM7 


20 
20 


afcl'O 
afcfO 


soso 

3040 


Nafta— Tha number of nails per kilogram Is likely to vary to a considerable extent The 
figure given In the table la Intends* only for guidance to the purchaecr. 
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TABLE 1 DIMINBIONB 



AND TOLERANCES Of STIIL COUNTERSUNK HIAD 
(SIZB1M TO 1*S» mm) 

(CfaftttSMrfS) 
All dlmtntlont In mllllmatrss. 




APPROX 



•Ida* k 
(•hank Ota) 


Haad Dlantatar 

O 


Langth 


Approxlmata 
Numbar of Nalla/kg 


Basic 


Tolaranca 


Basic 


Tolaranca 


Basic 


Tolaranca 


1*60 


±0-04 


40 


±0*2 


15 


±10 


8040 


20 


±10 


2 710 


25 


±1-2 


2110 


1*801. 


±004 


45 


±023 


25 


±12 


1720 


30 


±1-2 


1410 


Nota— Tha numbar off nails psf kilogram Is llksly to vary to a consldarabla axtant. Ths 
(Igura glvsn In tha tabla Is Intsndad only for guldanca to tha purchasar. 




•o Percent of i 

FIG. 1 BEND OF SHANK 



4. Designation — The countersunk head nails shall be designated by tha size, length and tha number 
of this standard. 

Example: 

A countersunk head nail of size 4-00 mm and length 100 mm shall be designated as: 
Nail 4 x 100 IS? 723 

2 
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TABLI I OIMINSIONS AND TOLIRANCIS FOR STIIL COUNTMSUNK HIAD WIM NAILS 

(f>IZI2*HT02-8tmm) 

(C/aifSsaSandS) 



All 



In 




120 
APPROX 



i°i:)iE 




D« 2d 

6 s 1 TO 1*5 d 






f 



Sliad 
(Shank Dla) 


Haad Diamatar 




Langth 


Approximate 
Number of Nalls/kg 


Basic 


Tolaranca 


Basic 


Tolaranca 


Basle 


Tolaranca 


200 


rib004 


4*00 


=fcO-2 


28 


±1-2 


1470 


80 


±1*2 


1170 


40 


±1-8 


840 


80 


±2-1 


880 


2*24 


±0*04 


4-8 


±0*28 


40 


±1-8 


700 


2*80 


±0*08 


8*0 


±0*28 


80 


±2*1 


880 


2*80 


±0*08 


8*8 


±0*28 


80 


±2*1 


880 


Not* — Tht nurabar of nails par kilogram la llkaly to vary to a conaldarabla axtant. Tha flgura 
glvan In tha tabla la Intandad only for guldanca to tha purchaaar. 



5. General Requirements — The nails shall be machine mada and may have die marks and feeding 
knife marks on the ahank. They shall be uniformly circular in section, straight, free from wasters and 
the enda shall be pointed to conform to the dimensions given In Tablaa 1 t( > 4 * The heads shall be 
properly tormea, chequered and concentric with the shank. 

§. Finish — Unless otherwise specified by the purchaser countersunk head wire nails shall be 
supplied bright finished. 

7. Teel 

7.1 B*nd Test — Steel countersunk head wire nails, selected according to 9.2, when cold ahall not 
break or develop cracks, when doubled over either by pressure or by blow from a hammer untill the 
internal radius is eaual to the diameter of the test piece and the sides are parallel. 
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TAIL! 4 DIMENSIONS AND TOLMANCIS FOR STIH. C0UNTIII8UNK 

(Silt *« TO ft mm) 

(Ctetfset*9affe'9) 



All 




e-i to 1-Stf 



91*9 4 
(Shank Ola) 


Head Diameter 

O 


Length 


Approximate 
Number of Nalte/kg 


Basic 


Tolerance 


Bealc 


Tolerance 


Basic 


Tolerance 


9*19 


a*80<09 


9'7 


40-29 


90 


±2-1 


280 


9-99 


±0-09 


9*4 


±0**2 


90 


±2-9 


140 


4*00 


sfc0-09 


7*9 


±0 39 


100 


±3-4 


90 


4*90 


±0-09 


9-1 


±0*41 


90 


±3-1 


90 


100 


±9-4 


90 


129 


±3-9 


99 


9-00 


±0*00 


9*0 


dbO-49 


100 


±3-4 


90 


129 


±33 


99 


190 


±3*9 


40 


9*90 


±0*09 


11-9 


±0*97 


190 


±33 


90 


9*00 


±0*06 


14-4 


±0*72 


200 


±4*4 


12 


229 


±4*4 


10 


10-00 


*0*09 


190 


±0*90 


2B0 


±4-4 


7 


Note— The number of nails par kilogram It IMtsly to vary to a considerable extent Tha figure 
, given In tha tibia it Intended only for guidance to the purchaser. 
I .... - 
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S. Packing — Nails of different sizes and types shall be packed In separate containers. 

9.1 Nails including 25 mm In length and below shall be packed In cardboard boxes and the net weight 
of each box shall be 0*5 kg. The nails may alto be supplied in gunny bags, and the net weight of each 
bag shall be 60 kg. 

9.2 Nails above 26 mm and below 80 mm in length shall be packed in cardboard boxes and the net 
weight of each box shall be 2*5 kg. The nails may also be supplied in gunny bags, and the net weight 
of each bag shall be 60 kg. 

8.3 Nails 80 mm and ebove in length shall be packed in wrappings of double gunny bags, the weight 
of the each package being 15 kg. The nails may also be supplied in .cases of bituminized canvae or 
hessian bags; the net weight of each package shall be 50 ka. 

8. Scale of Sampling and Criteria for Conformity 

8.1 Lot -~ In any consignment all the packages of neils of the same type and size manufactured under 
essentially similar conditions shall be grouped together to constitute a lot. 

8.2 Select/on of Samples — The number of nails to be selected at random from the lot shall depend on 
the size of the lot and shall be in accordance with col 1 and 2 of Table 6. The nails shall be selected 
from at least 26 percent of the packages. 

8.S Visual and Dimensional Character/sties 

8.3.1 Number of tests and criteria for conformity— All the nails selected as in 8.2 shell be examined 
for manufacturing defects, dimensions and finish. 

8.3.2 The lot shall be considered as conforming to the requirements of these characterstics if the 
number of nails examined for characteristics mentioned in 8.3.1 and found defective does not exceed the 
corresponding acceptance number given in col 3 of Table 5. 

TABLE S SCALE OF SAMPLING AND CRITERIA FOR CONFORMITY 

( C/ai/Mg 9.2, 9.8.2 and 9.4.1 ) 



Approximate 

Number of Nails 

In the Let 


For Visual and Dimensional 

Characteristic « 


For Bend Test 


Sub-sampls 

8lze 


Psrmlsslblo 

Numbsr of 

Dsfscttve Naile 


Numbsr of Nails 
to be Sslecttd 


Psrmlsslbls 

Number of 

Dsfective Nails 


(1) 


(2) 


(3) 


(4) 


(5) 


Up to 1000 

1001 to 3000 

3001 „ 10000 

10001 „ 35000 

SB 001 and above 


32 

50 

30 

125 

200 


5 

7 
10 
14 
21 


8 
13 
20 
32 
50 






1 
2 



Note— The sampling plan accepts tho lots containing 7 percsnt or lets defectives In 
rsspsct of visual and dimensional characteristics more than 95 percent of the times. In the case 
of bend test the lot containing 1 a 5 percent or less defectives will be accepted more than 98 per- 
cent of the times. 



9.4 Bend Test 

9.4.1 Number of tests and criteria for conformity— The number of nails to be selected for carrying out 
bend test shall be according to col 4 of Table 5. These nails shall be selected from those already 
inspected according to 9.3.1 and found satisfactory. 

The lot shall be considered aa conforming to the requirements of bend test if the number of 
nails failing to pass this test does not exceed the corresponding acceptance number in cot 6 of Table 5. 

9.5 The lot ahall be considered ea conforming to the requirements of the specification if it satisfies 9.3.1 
and 9.4,1. 
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10. Marking — All packages of 'naila shall bs marked with the following information: 

a) Manufacturer's nams or trade-mark, 

b) Type of nail, 

c) Size ( shank diameter ) and length of nail, and 

d) Net weight of the package. 

10.1 ISI CwUfteatton Making — Details available with the Indian Standards Institution. 



EXPLANATORY NOTE 

The specification for mild steel wire nails was first revised in 1 961. In the present revision the 
following changes have been made: 

a) The angle of countersunk has been increased from 90° to 1 20°. 

b) Nail head diameter has been changed to 2d for shank diameters ranging between 2*0 to 
2*8 mm and to 1 *8d for shank diameters above 2*8 mm. 

c) Tolerancea for eccentricity and ovality of nail heads has been specified. 

d) Provision for galvanized finish nails has been deleted and plain finish haa been specified. 

e) The sampling plan haa been suitably modified to permit allowable percentage of defective 
naila from 4 percent to 7 percent. 

f) The present revision covers only countersunk heed wire nells.' The other types are being 
covered by separate standards, as follows: 

IS: 6730-1972 Felt naila 

IS : 6732-1972 Double point naila 

IS : 6733-1972 Wall and roofing naila 

IS : 6734-1972 Cut lajth and lath naila 

IS : 6738-1972 Panel pins and lost heed naila 

6 *l"U«J «4 Simco PrtoUft, Smm, Will. M4C 



